BULK SOLIDS HANDLING EQUIPMENT

THREADED BALL VALVE
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Q14/5 series three-way ball valve is used to control the flow of water, liquid, gas pipeline, flow and flow.
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ball valves
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) BT . <l6har(232pSI) . Container excess pressure: max. 16 bar &
° WA R K s A(W.0.6) . Is suitable the medium: Water, oil, gas (W.0.6)
° TR _90 ~ +185°C . Temperature inside vessel: -20to 185° C
o . Ambient temperature inside casing: -20t0 70° C
° PRI <20 ~ +70°C
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i )‘.M]LH BRI H S A zh ek HL 2 (24VDC 220AC 380VAC) Control mode: pneumaticor electric (24VDC 220AC 3EI]VA( = ‘“'
° MBS BoRREE:  APL210 . Switch box: APL210 \
° 5/2FEL T [R]:  UM520 V45K2-15 . Solenoid valve: ~ VM520 V45K2-15 y
° HLG 2 B 24-48-110-220V DC & 50 Hz AC . Solenoid Coils: ~ 24-48-110-220V DC & 50 Hz AC
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TYPE Transfer method  Screw thread Seal Pressure Valve Body Valve size Switchbox Solenoid valve  Voltage
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Air pressure:4~8har 74[ EE \@} j:ta
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Fluid pressure:-0.1~16bar
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Material Seal packing
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0614/5F-10 10 3/8” 11 165 67 80 130 59
Q614/5F-15 15 Iz 11 165 67 80 130 59
Q614/5F-20 Stainless Steel F = PTFE 20 3/4” 15 188 78 88 140 70
0614/5F-25 Py BRI 25 1” 20 205 94 108 140 70
0614/5F-32 32 1-1/4” 25 215 104 124 140 70
Q614/5F-40 40 1-A" 32 245 117 135 186 91
Q614/5F-50 50 7" 40 260 132 164 186 91
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Note: Two piece of types ball valves connection form has the butt welding(BW)to receive in addition inserts welds(SW),and may bring the international standard 1SO
support and the fixing device.

Dimensions in mm

Please contact us on any small problems & details. 6 1 FIFEMGE R, EEESARATBEE,




